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ROHS A1 Add Note Aug/26/2014
— A2 | Change length Jan/27/2015

IP66~68 A3 | Change flat edge direction Mar/04/2015
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225.6
i C R 1. Current Rating: 1A
2. Connector Temperature Range: -25°C to 85°C
3. Contact Resistance: <30mQ
Q Flat Side \/® 4. Insulation Resistance: =100MQ
PIN ASSIGNMENT & 5. Breakdown Voltage: 2AC 500V/1 Minute
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7 TGLUE EPOXY BLACK HOL|N® HTP ASIA TECHNOLOGY CO., LTD.
: R % #F £ K A R N 3

6 HEX NUT NYLON+GF. BLACK ! @ +—F TITLE USB 2.0 A Type Female C Size
5 GASKET EPDM. BLACK 1 T mm ‘ Screw'l-'ype Cicular Flange Panel
4 | WAFER PITCH 2.0mm, Right Angle. 5P*1ROW. BLACK | 1 SCALE 11 5 Pin Right Angle Wafer
3 | PCB FR4 . Double Side, 1.0mm Thickness. 1 SPEGPED ToLERMCES: | P/N: N Patty
2 | CONNECTOR | USB A Type Female Connector. 1 ‘ixxf% ‘:NEL;% USB2AC—-P3C04 o ERIC
1 | BODY USB A Type Female Connector Body. NYLON+GF. BLACK | 1 A S P,
No. | PART NAME DESCRIPTION COLOR|QTY |REMARKS| A3 | 1/1 USB2AC—-P3C04




