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REV. DESCRIPTION DATE
A ISSUE Mar/07/2014
Add Electrical Characteristics &
2.0 B Change design Feb/05/2016
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NOTES:
Glue 1. Current Rating: 1A
g 2. Voltage Rating: 150 VAC Max.
— (alZ) 3. Connector Temperature Range: -25°C to 85°C
@) 4. Contact Resistance: <30mQ
- 5. Insulation Resistance: 2100MQ
6. Panel Thickness Max. 4.0mm
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REAR VIEW(iiE) | (Eimyg) [ 0.52*0.52mm x 10 pin
® HTP ASIA TECHNOLOGY ., LTD.

7 | HEX NUT NYLON+GF. BLACK | 1 HOL| N K & Sﬂ &C B (4),\07%;- p%o/’\ z)
6 | GASKET EPDM BLACK | 1 LS < > o F

. mm RJ45 Jack C Size Panel Connector
5 | WAFER Right angle wafer, PITCH 2.0mm, 5P*2ROW. NATURE| 1 Lock Type Round Flange
4 | PCB FR4. Double Side, 1.0mm Thickness. 1 1:1 Right Angle Wafer

GROUND Ground Contact. SUS304. 2 Patt

3 round ~ontac _ : RJ45C-L3C04 ay
2 | CONTACT RJ45 Pin Contact. Phos. Bronze 50u" gold plating. 8 0.5 0;%5 ERIC
1 | CONNECTOR | RJ45 Jack Connector Body. NYLON+GF. BLACK 1 =
No. | PART NAME DESCRIPTION COLOR|QTY |[REMARKS| B 1/1 RJ45C-L3C04




