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IP66~68 . — NOTES:
1. ELECTRICAL CHARACTERISTICS:
4.0 ~ 29.3(Ref.) CURRENT RATING: 5A / 10A / 20A
CONNECTOR TEMPERATURE RANGE: -25°C TO +85°C
DIELECTRIC WITHSTANDING VOLTAGE:
500V AC FOR ONE MINUTE
. PANEL THICKNESS MAX. 4.0 mm
. HOW TO ORDER: CCx-L3xxCSR
03-3 PIN
05-5 PIN
09 - 9 PIN

w N

G - CURRENT RATING 20A
P - CURRENT RATING 10A
D - CURRENT RATING 5A
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CCG-L303CSR ~ CCP-L305CSR  CCD-L309CSR HOL|N® HTZ&ASIA TECI-T|LNQI\_O§Y %O}’\ LT‘D.
PIN ASSIGNMENT FRONT VIEW @. = ﬁi TI;EE 7’H-C };i CHSX ;\{/Inl C Fi LI‘ P ‘;]
S . : ircular ize Male Connector Female Pin
( FJUWE) UNIT: mm Rear Mount Lock Type Round Flange
4 | HEXNUT Nylon + GF. BLACK 1 SCALE 1:1 Solder Bucket Pin
3 | GASKET EPDM. BLACK | 1 SPEOPED TOLDRCES: | P/N: R patty
2 | CONTACT Brass , 6 u" Gold Plated . Female Contact. N X : 3—? :;’;L::—f? CCx-L3xxCSR Ch ERIC
XXX .
1 | CONNECTOR | C Size Male Connector Insert. NYLON+GF. BLACK 1 . TsE DWE.NO: m
No.| PART NAME DESCRIPTION COLOR |QTY REMARKS Al | CCx-L3xxCSR




