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REV. DESCRIPTION DATE

A ISSUE Feb/04/2016

NOTES:

1. ELECTRICAL CHARACTERISTICS:
CURRENT RATING: 1.5A / 2A | 4A
TEMPERATURE RANGE: -20°C TO +80°C
DIELECTRIC WITHSTANDING VOLTAGE:
500V AC FOR ONE MINUTE

2. HOW TO ORDER: A12x-P1xxSN
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A12D-P102SN

A12D-P103SN  A12D-P104SN  A12D-P105SN  A12N-P106SN  A12N-P107SN
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T 02-2PIN

03 -3 PIN
04 -4 PIN
05-5PIN
06 - 6 PIN

08 - 8PIN
09- 9PIN
10 - 10 PIN
11-11PIN
12-12 PIN

07 -7 PIN

| - CURRENT RATING 1.5A
N - CURRENT RATING 2A
D - CURRENT RATING 4A

HOLN® HTP ASIA TECHNOLOGY CO., LTD.
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A12N-P108SN  A121-P109SN  A121-P110SN  A12I-P111SN  A12I-P112SN mm M12 A-Coding Male All Plastics
Pin Assignment Front View ( HijiiilEl) 11 Molded Cable Ass'y
3 | RING NUT NYLON+GF. BLACK 1 Patty
2 |CONTACT __ |BRASS, 6 u" Gold Plated. Male Contact. N 05 025 A12x-P1xxSN ERIC
0.1
1 | CONNECTOR | M12 A-Coding Male Connector Insert. NYLON+GF. BLACK 1
No. | PART NAME DESCRIPTION COLOR |QTY |REMARKS| A 1/1 A12x-P1xxSN




REV. DESCRIPTION DATE
A |ISSUE Juli21/2015
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NOTES:
— ™ 1. ELECTRICAL CHARACTERISTICS:
@ CURRENT RATING: 4A
| TEMPERATURE RANGE: -20°C TO +80°C
@ DIELECTRIC WITHSTANDING VOLTAGE:
@ @ 500V AC FOR ONE MINUTE
©, 2. HOW TO ORDER: D12D-P1xxSN
02-2PIN
03-3PIN
04 - 4 PIN
05 - 5 PIN
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D12D—-P102SN D12D—P103SN D12D-P104SN D12D-P105SN ﬂ’i = ﬁ"’ éi HX '177 7)%— FE‘ ) ;J
Pin Assignment Front View (HijilE] ) mm M12 D-Coding Male Connector
141 All Plastic Molded Cable Ass'y
4 [OVERMOLD |PU or PVC. BLACK :
3 | RING NUT NYLON+GF. BLACK | 1 Patty
2 | CONTACT | BRASS, 6 u" Gold Plated. Male Contact. N L xce 0 D12D-P1xxSN ERIC
1 | CONNECTOR [M12 D-Coding Male Connector Insert. NYLON+GF. BLACK 1 -
No.| PART NAME DESCRIPTION COLOR|QT A 1/1 D12D-P1xxSN
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