
  Product Specification:                                 Date:2015.03.16  

 Construction & Material : #30AWG /2C+Drain wire  Rubber cable  Rating -40/+105.C 

         Item      Unit              Specification  

       Product   WAR802B001 

 Conductor      Size     AWG     #30    

   Number      C     2C    

   Material       Bare copper    

 Construction Pc /mm   15/0.08mm Stranded bare copper 

 Single diameter     mm   0.08+-0.003   

 

 Insulation  Material  TPV     #30    

 Nom thickness     mm    0.17nom    

  Diameter     mm   0.7+0.05   

   Color  Brown, White. 

 

Cabling  Construction  All wires with Drain wire cabling together and foil aluminum/ mylar 

(Conductive side in )  

          

Drain wire    Material  Tinned copper    

 Construction  19 /0.08 Tinned copper .,  

Jacket :   Material   TPV Rubber    TPV    

 Nom thickness    Mm 0.9mm nom   

Overall Diameter    mm   3.2+-0.1mm   

   Color     Matte black   ----------  ------------ 

Remark : RoHs & Reach compliance  

  Cross-Section :  

                                                              Tissue yarn filler  

 

                        TPV sheath  

                     TPV insulation  

                       Drain wire  

                      #30 Conductor  

                     Aluminum shield  

 

 

 APPD       CHKD     DESD  DATE  

    FRANK HCOU  2015..03.16 

 

 


