18.1

11.5

3.5_,

00
—*—rg _\,-o:_

(o
Specification Fikg:
Electrical HSH%:
Voltage Rating HL E#i5E{E: 125 V AC (RMS)
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Current Rating HAUEE: 1.5 Amp

Contact Resistance #zfili B {: 35mQ Max.

Insulation Resistance 444 HEH{H: 1000MQ Min. @ 500 VDC
Dielectric Strength HL/ fi5#%: 1000 VAC RMS 60Hz, 1 Min.

Material #8545 -

Housing Material #8541 5%: Hi-Temp Thermoplastic UL94V-0, Black
Contact Material ¥iii 744 ¥}: Phosphor Bronze 0.35mm Thickness

Plating FL4% )% Gold Plating over Nickel

RECOMMENDED PCB LAYOUT

AS VIEWED FROM COMPONENT SIDE

Ordering Grid
MJ3410|—|44|—|X]

No. of Positions/
Positions Loaded

Request Samples
and Quotation

Contact Plating
2 = 6p" Gold (Standard)

. . . 44 = 4/4 4 = 30u" Gold
Operating Life fif 1 % fir: 750 Cycles Min. H
PCB Retention Force After Solder #%5 {#£f /7: 10 LBS Min.
Environmental ¥4 1]
Storage Temperature fi {73/ -40°C to +85°C
. SERE ° ° Part Number Product Description
Operation Temperature {# i J%: -40°C to +85°C MJ3410 4 Positon ” ,
. . o o 4 Modular Jack Connector, 4 Position, Category 3, Right
Wave Solder Temperature %22 & : 255°C to 265°C, 5~10 seconds [1)'23:;’1'"'3' Da‘;mo Angle SMT, With Outside Solder Tab, Standard Latch
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http://www.globalconnectortechnology.com/sample-quote-request.aspx?p=MJ3410-44

1. Packing Material 244 - Tape Reel

Quantity #& - 1*160=160 PCS

Tape Reel %7 - Width 44 * 0.5mm * Pitch 24mm = Total Length 4.12m

Reel %% - 2330mm
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2. Packing Material 4/ - Carton 1 PC

Quantity #&= - 160*10=1600 PCS

Part Number | Net Weight | Gross Weight | Q'TY
FHARS FH E£H e
MJ3410-44-X 7.50Kg 7.90Kg 1600
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Part Number Product Description

MJ3410 4 Position
Drawing Date
12th May 2010

Modular Jack Connector, 4 Position, Category 3, Right
Angle SMT, With Outside Solder Tab, Standard Latch
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