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NOTES:

. Current Rating: 1A

. Voltage Rating: 150 VAC Max.

. Connector Temperature Range: -25°C to 85°C
. Contact Resistance: <30mQ

. Insulation Resistance: 2100MQ

. Dielectric Withstanding Voltage:
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1KVrms at 60Hz, 1 minute between adjacent contacts.
1.5KVrms at 60Hz, 1 minute between shield and contacts.

7. Panel Thickness Max. 4.0

/ #2 Zipper PE Bag.
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FRONT VIEW 5 IS5 - RI45D-P108SAS
(GOTHED) (OLD NO.) HOL|N® HTPﬁASIA TECI—rILNOI\_OGY CO.,\LTD.
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6 | CLAMP NUT | Pressing Screw, NYLON+GF. BLACK | 1 K & 'ﬂ c5 AL S B S|
5 | TUBE Rubber ( OD= 5.0 & 8.0mm) BLACK | 2 © =5 Junmmm |TTE R4S Plug D Size Screw Type
4 | SCREW NUT | Screw Nut, NYLON+GF. BLACK | 1 SCALE 111 Field Installable Plug
5 | SLEEVE | Cable Sieeve, NYLON. BLACK | | e s, |/ T Paty
2 | GASKET RUBBER BLACK | 1 105 xx 025 RJ45D-P4SAS U ERIC
- XXX *0.1 ANGLE + 1

7 | RUI-45PLUG | RJ-458P8C Shielded Plug. 1 o — —
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