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Specification £

Electrical BSM#%:
Voltage Rating Hi £ 1H: 125 V AC (RMS)
Current Rating B4 & 18: 1.5 Amp
Contact Resistance #filt Fi [HE: 35mQ Max.
Insulation Resistance %% Hi[H{&: 1000MQ Min. @ 500 VDC
Dielectric Strength: 1000 VAC RMS 60Hz, 1 Min.

Material 2k} HiA%
Housing Material ¥} 4h5%: Hi-Temp Thermoplastic UL94V-0, Black

Ordering Grid
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RECOMMENDED PCB LAYOUT
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AS VIEWED FROM COMPONENT SIDE

Contact Material: Phosphor Bronze t=0.35mm 44 = 4/4 B = With (Standard)
. L - ) .
Platlng. E@,%};ﬂi‘%. Gold Platlng over Nickel Contact Plating
Operating Life: 750 Cycles Min. 2 = 6p" Gold (Standard)
PCB Retention Post Solder: 10 LBS Min. 4 = 304" Gold
) 5 =50u" Gold
Environmental:
gtorag(.a: '404(()38) +858§: c Part Number Product Description
. A0° +8E° -
peration: .tO _ 3 . g’“331%"4 Position Modular Jack Connector, 4 Position, Category 3, Vertical
IR Reflow Soldering Temperature: 255°C to 265°C, 5-10 seconds 1’13:1‘"&852010 SMT, Standard Profile, With Solder Tab, With PCB Peg
By PKN To\fran‘t;es (Except as N‘o'ed) Units: This drawing is confidential and
- engf ngle : ight of Global C
Detai Retoans | xx£020 | Metro () | CR.,%I:IMST © i%?:)fl\b%\;goy ld (a?crj)r:) necter , www.gct.co
: XXX£015 |  +5° =} | |20tt6sEY ot doedutrentwiton T | Notto | DrawnBy | Sheet No.
R 70— X XXX £0.10 o= | ey juacar VA Seale | PRN | a2
1 2 3 4 5 6 [ 7 [ 8



http://www.globalconnectortechnology.com/sample-quote-request.aspx?p=MJ3310-44

1. Packing Material {244 - Tape Reel
Quantity #& - 1*150=150 PCS

Tape Reel &7 - Width 44 * Depth 15.7 * Pitch 24 = Total Length 4.1m
Reel % # - 2380mm

_ BARR

5 Empty Cavities

2. Packing Material f3#4 - Carton 1 PC

Quantity #& - 150*6=900 PCS

Part Number | Net Weight | Gross Weight [ QTY
FETES I BHE &
MJ3310-44-X-X 4.50Kg 6.00Kg 900

100

Section A-A
2:1 Part Number Product Description
g""331%"4 Position Modular Jack Connector, 4 Position, Category 3, Vertical
rawing Date . . )
T1th May 2010 SMT, Standard Profile, With Solder Tab, With PCB Peg
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